TECHNICAL BULLETIN

MODEL/DERIVATIVE: Bulletin No: 0060
Range Rover CDS. ref: L8614bu
Issue: 1
Date: 25.10.2000
AFFECTED RANGE:

All derivatives

PROBLEM:
FRONT DOOR CANNOT BE OPENED BY INTERNAL OR EXTERNAL HANDLES

The door is in a closed state and cannot be accessed, giving the impression of
being ‘superlocked’. Central locking will still operate via the sill button.

CAUSE:
Failure of the door latch.

ACTION:
Refer to the following procedure which has been developed to enable a door in the
above condition to be opened with minimum risk of damage and the door latch
replaced.
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6. If door still will not open, remove plastic wedges and refit between the glass and
the inner waist seal.

7. Obtain a long sharp steel rod or the long 2

screwdriver, and a hammer. Locate the flat
upper face of the latch moulding, (‘B’ in
illustration 1). Using the steel rod or
screwdriver, break off sufficient moulding
material to expose the spring within, (‘C’ in
illustration 2).

8. Remove this spring to release the preload on
the locking pawl.

9. With assistance, while pressure is
maintained on the door to overcome door
seal pressure on the latch, place the tip of
the long screwdriver or drift in the position
indicated by arrow ‘D’ in illustration 2.

When applying pressure to the door,
take care to avoid panel damage

10.Strike the screwdriver sharply to shock the locking pawl downward to release.
The effect of gravity should cause the locking pawl to drop and release the latch,
allowing the door to open.

11.Replace the latch as detailed in Workshop Manual repair number 76.37.12,
ensuring that all debris from the old latch is retrieved before the door trim casing
is refitted.

12.Remove protective tape from glass.

PARTS INFORMATION:
FQJ103220 Latch assembly - right hand door - right hand drive

FQJ103230 Latch assembly - left hand door - right hand drive
FQJ103240 Latch assembly - right hand door - left hand drive
FQJ103250 Latch assembly - left hand door - left hand drive

WARRANTY CLAIMS:
Use Complaint Code: 8U1D

Use S.R.0O.: 76.37.89/39 - Release door
Time allowance: 0.30Hrs

Use S.R.0O.: 76.37.12 - Latch front door renew
Time allowance: 0.40Hrs
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