SPECIFICATIONS

396 Electrical
/' /' ) Current Rating: 5SA AC, DC
/| $ $ $ $ Voltage Rating: 250V AC, DC
I . 7 — F— - Ell) $ Operat@ng Temp.: -25°C~+85C '
\_ 2155005 Insulation Resistance: 1000M Q2/ min.
' Dielectric Withstanding Voltage: 1500V AC/ min.
— ] — RECOMMENDED P.C.BOARD HOLE DIMM. Contact Resistance: 10m Q/ max.
= 3.96 [=—
A Material
Material: Nylon66, UL94V-2
5.20
B S— :
- - - - - - Cb PolesI Dgnensmn mm (g') Part No. Note.
. — | 2 396 792 KK-D-02
| 3 ) TT.88 KK-D-03
4 11.88 15.84 KK-D-04
[ 5 15.8% 19.80 KK-D-05
o | 6 10.80 376 KK-D-06
© & ! 7 23.76 27.72 KK-D-07
a I 3 27.12 31.63 KK-D-08
~ | 9 31.86 35.64 KK-D-09
T o T 10 35.64 39.60 KK-D-10
I I R | 11 39.60 4356 KK-D-11
v - 12 43.56 47.52 KK-D-12
o ! 13 47.52 51.48 KK-D-13
N | 14 | 5148 55.44 KK-D-14
~ 15 55.44 59.40 KK-D-15
A ' -~ 16 | 5940 6336 KK-D-16
17 6336 67.32 KK-D-17
18 67.32 7128 KK-D-18
9.60 20 75.24 79.20 KK-D-20

RoHS Compliant
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DESCRIPTION: 3.96mm Wire-to-Board Header Dip 180" Type



